Mikroe UNO click shield connections
(MIKROE-1581 with modifications)

MB1 = mikrobus socket 1

FlreW|ng fOI" PIC18 MB2 = mikrobus socket 2
otherwise both sockets
4 '
RB1 SCL
RB2 SDA
RA3 AREF
I5 GND
MB1 D14 INT D14 | RA4 RC3 | D13 /SCK D13 SCK
IOREF RC4 D12 / MISO D12 _MISO
RESET RC5 | D11/ MOSI D11 _MOSI
3.3v RAS D10 f/ SS MB1_D10 CS
5V RAZ D9 MB2_D9 CS
GND RB4 D8 MB2 D8_INT
J6
GND
RB! D7
VIN 5 D7_TX
PWM RC2 | D& MB1 D6 _PWM
J7
MB1 A0 AN AD | RED PWM RCI D5 MB2_D5_PWM
MB2_A1l_AN Al RB3 RCOD D4 D4 RX
MB2_A2 RST A2 RAD RB6 D3 NC(FW ICSP)
MB1_A3 RST A3 | RA1 RB7 D2 NC(FW ICSP)
A4 SDA A4 | RBE2 RCE D1 / TX NC(FW USB-UART)
A5 SCL A5 | RBE1 RC7 DO / RX NC(FW USB-UART)

N\

modified UNO shield mapping

D3_INT -> D8 INT

D2_INT -> D14 _INT

D1 TX -> D7_TX

DO RX -> D4 RX

D3 unused, reserved for FW ICSP

D2 unused, reserved for FW ICSP

D1 unused, reserved for FW USB-UART1
DO unused, reserved for FW USB-UART1

PIC RESOURCES (MAPPED VIA K40/Q10 PPS)
MSSP1 - MIKROBUS 12C

MSSP2 - MIKROBUS SPI
UART1 - FW USB VCOM
UART2 - MIKROBUS UART
(K22 must use bit-banged uart)
INTL - MIKROBUS1 INT (K40/Q10, K22 CCP5/TOCKI)
INT2 - MIKROBUS2 INT (K40/Q10, K22 10CB4)
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Mikroe UNO click shield connections 

(MIKROE-1581 with modifications)
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modified UNO shield mapping

---------------------------

D3_INT -> D8_INT

D2_INT -> D14_INT

D1_TX  -> D7_TX

D0_RX  -> D4_RX

D3 unused, reserved for FW ICSP

D2 unused, reserved for FW ICSP

D1 unused, reserved for FW USB-UART1

D0 unused, reserved for FW USB-UART1
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PIC RESOURCES (MAPPED VIA K40/Q10 PPS)

MSSP1 - MIKROBUS I2C

MSSP2 - MIKROBUS SPI

UART1 - FW USB VCOM

UART2 - MIKROBUS UART

        (K22 must use bit-banged uart)

INT1  - MIKROBUS1 INT (K40/Q10, K22 CCP5/T0CKI)

INT2  - MIKROBUS2 INT (K40/Q10, K22 IOCB4)
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MB1 = mikrobus socket 1

MB2 = mikrobus socket 2

otherwise both sockets




